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Betriebsanleitung Driftsinstruks VTLF 200
Operating Instructions Driftsinstruktioner
Instructions de service Kayttoohje VTLF 250
Istruzioni d’uso Driftsvejledning
Handleiding Instrukcja obstugi VTLF 360
Instrucciones para el manejo Kezelési utmutato
Manual de instrugoes Navod k obsluze
Naudojimosi instrukcija Navodilo za uporabo
Kasutusjuhend Navod na obsluhu 2006/42/EG
LietoSanas instrukcija El Kitabi
Odnyieg xpnong UHCTpyKUMA no aKkcnnyaTauum oxY 7\
BB & e PR A CE & &
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OPTIONAL

PTC Bi-metal Softstart
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Standard TLF/0-72 |TLF/6-73
D: 220 mm [D: 220 mm |D: 211 mm
H: 87 mm H: 125 mm | H: 87 mm
No.: 909534 | No.: 909559 | No.: 909541
VTLF 200 SK
VTLF 250 SK

VTLF 360 SK

VTLF 200 SK
VTLF 250 SK
VTLF 360 SK

D: 64 mm
H: 120 mm
No.: 2x 909510
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A 1 MAX.
MIN.

VTLF 200 — No. 90136701005 (SET)

VTLF 250 — No. 90136701005 (SET)

VTLF 250/9 — No. 90131800005 (SET)
VTLF 360 — No. 90136701005 (SET)

=oN | Amblygon
TA 15/2 (10g)
" No. 743303

=ON Amblygon
TA15/2
No. 743303
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Gebr. Becker GmbH
Holker Feld 29-31
D-42279 Wuppertal

[EBECKER

info@becker-international.com

(D) Service:

Tel: +49 (0)202 697-171
Fax: +49 (0)202 64 44 74
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